ACETATE / METAL & COMBINATION FRAMES - DESIGN TWO BARREL FLEX

MIN

— STAINLESS STEEL —

MINIMAL SIZE - MAXIMUM STRENGTH




MINI

— STAINLESS STEEL —

= 100% made in stainless steel
= Elegant low construction
= Zero rocking flexUno technology inside

60-44031.200 13-44031.30X

60-44031.XXX

for insertion,
mechanism not exchangeable

laser welding, mechanism not
exchangeable

for insertion, mechanism
exchangeable

soldering or laser welding, mechanism
exchangeable
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Matching parts
Front hinges Front hinges Front hinges Front hinges Step hinges Rivet hinges / Screws
for soldering for laser welding for plastic frames 90° | for plastic frames180° | for soldering Rivets
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51-04031
52-04131 33-04031 99-01764
nickel silver 52-45031 nickel silver 33-04131 52-04231 11-20247 99__02030
52-L4131 stainless steel 33-44031 nickel silver nickel silver 11-20251 stainless steel
stainless steel stainless steel 11-20245
11-20246

11-2025

Prazision

0BE GmbH & Co. KG - Turnstr. 22 - 75228 Ispringen - Germany
Tel. +49 7231 802-0 - www.obe.de - info@obe.de



